
Hellcat Tune Changes Required: 
Engine cooling fan changes and intercooler pump changes ARE REQUIRED in your tune. 

 

Hot start issue in humid climates: 

In some humid climate hellcats and Trackhawks have experienced hot start issues, where the car 

will crank over longer or sometimes twice before it will fire up and start. The reason for this is some 

condensation has dripped from the intercooler on to the back of the intake valve.  

 

This issue only appears to happen between 45min and 2hrs. Less than 45min the condensation has 

not had a chance to condense enough and fall down on to the intake valve.  

 

More than 2hrs the condensation will evaporate and not affect the engine start up.  

To solve this problem it is very simply we just need to dilute the condensation with more fuel.  

 

This video here shows you how to do this: 

https://www.youtube.com/watch?v=537HUno04O0  

 

To find this location open HP Tuners: 

Click as follows: 

Engine > Fuel > General 

Startup Inj PW 

Startup Base  

 

From 40c (104f) to 130c (266f) In the video we say and show 0c (32f) you won’t need to adjust it so cold only 

adjust from 40c (104f) to 130c (266f). 

And 8 to 40 counts  

Add 10% more fuel and see if this fixes your hot start issue, if not repeat this step again with 

another 10% and if further required then start increasing by 5% multiple times until the hot start 

issue is resolved and the car cranks without issue.  

 

If for some strange reason you are unable to resolve this issue in the tune, simply turn off your AC 

before you shut the car off, enter boost a couple of times which will blow any condensation formed 

on the intercooler into combustion and the issue will not be present next time the car is hot 

started. 

 

To be very clear the hot start issue is only in humid climates and it’s only between the time frame 

of 45min to 2hrs. Any shorter than 45min the issue is not applicable, any longer than 2hrs the issue 

is not applicable. 

 

 

 

https://www.youtube.com/watch?v=537HUno04O0


Engine Fans: 
After fitting the interchiller we now have 2 heat loads we MUST turn the engine fans on full, so that 

we are pulling more air across the AC condenser.  

 

To find this location open HP Tuners: 

Click as follows: 

System > Fans 

(For all values that have a temperature change these to a low value as per the video so this forces 

the fans to run 100% of the time) Life expectancy of the fan will be shorter however not drastically 

shorter.  

 

Intercooler Pump: 

As we and you want maximum performance from the interchiller at all times as per the video 

above also set the intercooler pump to 100%, being a magnetic based pump this will have no effect 

on its life span. 

 

To find this location open HP Tuners: 

Click as follows: 

System > Coolant Pumps 

(Set all values to 100% as per the video and lower enable conditions to a lower temperature if you 

do get very cold so the pump continues to run). 

 

AC settings: 
Do not alter any of the factory AC settings in the tune, we want the AC to behave as per factory and 

disengage under wide open throttle conditions, altering these settings can damage the AC 

compressor it also will result in a HP loss so leave them as per factory.  

 

 


